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PRODUCT INFORMATION SHEET 
 
CARPLAN ENGINE LACQUER 
 
DESCRIPTION 
CarPlan Engine Lacquer gives a bright, protective, coating that will resist petrol, oil, diesel fuel and general under 
the bonnet grime. 
 
ADVANTAGES 
• Engine Lacquer will protect engine from petrol, oil and diesel fuel. 
• It will also protect general under the bonnet grime. 
• It is resistant to water & frost. 
 
DIRECTIONS FOR USE 
• Thoroughly clean engine, removing all oil, dirt and grease. CarPlan Engine Cleaner and Degreaser is 
ideal for this purpose. 
• Ensure surface is completely dry and then apply lacquer with a clean paintbrush. 
• For aluminium parts- clean, degrease and abrade with wet & dry. Apply an Etch Primer e.g. Tetrosyl All-Purpose 
Metal Primer. Apply Engine Lacquer. 
• Allow to fully dry before running engine. 
• Product reaches optimal level of protection against petrol, oil and diesel fuel when fully dry. 
Store at room temperature. 
 
NOTE: 
Setting is speeded up in hot temperature and slowed down in cold temperatures. Do not use if the temperature is 
above 30 °C or below 5 °C.  
 
AFTER USE 
After use, clean brushes with CarPlan Paint Thinners. 
 
AVAILABILITY 
Available in MATT BLACK, SILVER, GLOSS BLACK, BLUE & RED 250 ml Tins 
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DISCLAIMER 
This Product Information Sheet does not constitute to any extent a fitness for purpose warranty or a quality 
specification. It is intended to be indicative only of the general characteristics of the product(s) and may not be 
relied upon (in whole or in part) in substitution of nor as a supplement to any of the information and/or instructions 
and/or warnings set out on the product(s) and/or on any packaging and/or in the relevant Safety Data Sheet 
(which is available on request). 
 
Neither of the publisher of this Product Information Sheet or the product(s) manufacturer accepts liability for the 
failure of any person to observe and follow the information and/or instructions and/or warnings on the product(s) 
and/or on any packaging and/or in the relevant Safety Data Sheet. 
 
Any person selecting and using or causing the product(s) to be used for a specific purpose or any third party 
recommending the product(s) for a specific purpose without in either case first making all appropriate inquiries as 
to the suitability of the product(s) for the intended purpose does so at his/her/their own risk and no liability is 
accepted by the publisher or the product(s) manufacturer for any consequent loss, damage or injury, other than 
such liability as may not (by operation of law) be excluded. 
 
This Product Information Sheet does not apply to the use of the product(s) in any combination or with other 
products or materials. 
 
Users of a product or products marked “For Professional Use Only are deemed to declare and acknowledge for 
themselves professional levels of skill, knowledge, competence and experience in the selection and use of such 
product(s). 
 
Product Information Sheets are updated from time to time and inquiries should be made on a regular basis to 
ensure that this is the latest version available. 
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BURY 
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info@tetrosyl.com 


